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Environmental Protection Agency § 86.608–98 

§ 86.607–84 Sample selection. 
(a) Vehicles comprising a test sample 

which are required to be tested, pursu-
ant to a test order issued in accordance 
with this subpart, will be selected at 
the location and in the manner speci-
fied in the test order. If a manufacturer 
determines that the test vehicles can-
not be selected in the manner specified 
in the test order, an alternative selec-
tion procedure may be employed: Pro-
vided, That the manufacturer requests 
approval of the alternative procedure 
in advance of the start of test sample 
selection and that the Administrator 
approves the procedure. Special order 
vehicles are exempt from sample selec-
tion unless a test sample cannot be 
completed otherwise. 

(b) The manufacturer shall have as-
sembled the test vehicles of the con-
figuration selected for testing using its 
normal mass production processes for 
vehicles to be distributed into com-
merce. During the audit, the manufac-
turer shall inform the Administrator of 
any change(s) implemented in its pro-
duction processes, including quality 
control, which may be reasonably ex-
pected to affect the emissions of the 
vehicles selected, between the time the 
manufacturer received the test order 
and the time the manufacturer finished 
selecting test vehicles. 

(c) No quality control, testing, or as-
sembly procedures will be used on the 
completed test vehicles or any portion 
thereof, including parts and subassem-
blies, that has not been or will not be 
used during the production and assem-
bly of all other vehicles of that con-
figuration. 

(d) The test order may specify that 
EPA Enforcement Officers, rather than 
the manufacturer, will select the test 
vehicles according to the method de-
scribed in paragraph (a) of this section. 

(e) The order in which test vehicles 
are selected determines the order in 
which test results are to be used in ap-
plying the sampling plan in accordance 
with § 86.610. 

(f) The manufacturer shall keep on 
hand all untested vehicles, if any, com-
prising the test sample until a pass or 
fail decision is reached in accordance 
with paragraph (d) of § 86.610. The man-
ufacturer may ship any tested vehicle 
which has not failed in accordance with 

paragraph (a) of § 86.610. However, once 
a manufacturer ships any vehicle from 
the test sample, it relinquishes the pre-
rogative to conduct retests provided in 
paragraph (i) of § 86.608. 

[49 FR 48482, Dec. 12, 1984. Redesignated at 54 
FR 2123, Jan. 19, 1989] 

§ 86.608–98 Test procedures. 
(a) The prescribed test procedures are 

the Federal Test Procedure, as de-
scribed in subpart B and/or subpart R 
of this part, whichever is applicable, 
the cold temperature CO test procedure 
as described in subpart C of this part, 
and the Certification Short Test proce-
dure as described in subpart O of this 
part. Where the manufacturer conducts 
testing based on the requirements spec-
ified in Chapter 1 or Chapter 2 of the 
California Regulatory Requirements 
Applicable to the National Low Emis-
sion Vehicle Program (October, 1996), 
the prescribed test procedures are the 
procedures cited in the previous sen-
tence, or substantially similar proce-
dures, as determined by the Adminis-
trator. The California Regulatory Re-
quirements Applicable to the National 
Low Emission Vehicle Program are in-
corporated by reference (see § 86.1). For 
purposes of Selective Enforcement 
Audit testing, the manufacturer shall 
not be required to perform any of the 
test procedures in subpart B of this 
part relating to evaporative emission 
testing, other than refueling emissions 
testing, except as specified in para-
graph (a)(2) of this section. 

(1) The Administrator may omit any 
of the testing procedures described in 
paragraph (a) of this section and may 
select and prescribe the sequence of 
any CSTs. Further, the Administrator 
may, on the basis of a written applica-
tion by a manufacturer, approve op-
tional test procedures other than those 
in subparts B, C, and O of this part for 
any motor vehicle which is not suscep-
tible to satisfactory testing using the 
procedures in subparts B, C, and O of 
this part. 

(2) The following exceptions to the 
test procedures in subpart B and/or 
subpart R of this part are applicable to 
Selective Enforcement Audit testing: 

(i) For mileage accumulation, the 
manufacturer may use test fuel meet-
ing the specifications for mileage and 
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